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NOTES FOR DESIGNER: (D0 NOT INCLUDE ON CONSTRUCTION DRAWINGS)
1. WHEN EDITING DETAIL TO SUIT PROJECT, ADD JOB SPECIFIC REQUIREMENTS AND DELETE ONLY THOSE PORTIONS
THAT DO NOT APPLY. TO SEEK A VARIANCE FROM APPLICABLE REQUIREMENTS, CONTACT THE ESM CIVIL POC.

2. PARKING BUMPERS AND WHEEL STOPS ARE DISCOURAGED WHERE POSSIBLE DUE TO SNOW REMOVAL.

3. INSTALL ALL PAVEMENT MARKINGS, SIGNS, AND/OR OTHER TRAFFIC CONTROL DEVICES PER MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES, LATEST EDITION.

4. FOR ADDTIONAL REQUIREMENTS REFER TO THE ESM CIVIL CHAPTER.

DRAWING DEVELOPED FOR ML—3/
ML—4 PROJECTS. FOR ML—1/
ML—2, ADDITIONAL REQUIRMENTS
AND QA REVIEWS ARE REQUIRED.
(REMOVED THIS NOTE WHEN IN—
SERTED INTO A DRAWING PACK—
AGE).

REVISED CROSS HATCH AS
2| 271207 | U | TO | FERPENDICULAR PARKING LAYOUT. bl Bl B el

1| 81804 | U SENERAL REVISION. WG, No. WS RP| CT | CR |EH|TO
w | o | HSS| wc DWN|2SGN [CHKD SUB{ PP

ENGINEERING STANDARDS PROGRAM

CTRASK

PARKING LAYOUT

S5x il
A5 B 1



